
BELFER LIGHTING FOR ARCHITECTURE

T E L : ( 7 3 2 )  4 9 3 - 2 6 6 6   .   FA X : ( 7 3 2 )  4 9 3 - 2 9 4 1  

Wall Sconces
THE BELFER WALL SCONCE COLLECTION.

F INE MATERIALS AND FINISHES FOR A

CLASSIC SERIES OF TRIED AND PROVEN

FIXTURES. SMALL, SLEEK AND PACKING A

PUNCH, OUR WALL SCONCES UTILIZE A WIDE

VARIETY OF HALOGEN, COMPACT

FLUORESCENT AND LINEAR FLUORESCENT

LAMPS. EACH IS ENGINEERED TO PROVIDE

WELL BALANCED ILLUMINATION TO THE

WORK OR LIVING SPACE.

w w w.b e l f e r.c o m 10-1
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6215

• Constructed of Cast Aluminum

• Round Backplate Standard; Square Backplate Available

• Specular Reflector

• Halogen DC Bayonet 100 watt or 150 watt Lamp

• Clear Tempered Pyrex® Protective Lens Standard

• Frosted Pyrex® Protective Lens Available

• Standard Powder Coat Finish Options:
• Black
• White
• Copper
• Raw Aluminum
• Custom Finishes are Available

• Recommended Mounting Box - 4" Octagonal

• Swivel knuckle available (see page 10-4 #6230 Varial™ for details)

• UL and CUL Listed Damp Location

THE WEDGE™

BELFER LIGHTING FOR ARCHITECTURE

T E L : ( 7 3 2 )  4 9 3 - 2 6 6 6   .   FA X : ( 7 3 2 )  4 9 3 - 2 9 4 1   .   w w w.b e l f e r.c o m10-2

Ordering Format for 6215 Sconces
Choose one from each category

DAMP LOCATION

SERIES

6215
The Wedge™

FINISH

BL
black

WH
white

COP
copper

RAW
raw

4⁷⁄₈"

5¹⁄₄"

Modifications and custom configurations are available. Please contact our Sales Department.

4⁵⁄₈"

5¹⁄₄"

4⁷⁄₈" 1³⁄₄"

P-2109-01-60
SAWTOOTH DIFFUSER

4¹⁄₂"

³⁄₈"

P-1171-01
SQUARE BACKPLATE
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8815
THE ADA WEDGE™

BELFER LIGHTING FOR ARCHITECTURE

T E L : ( 7 3 2 )  4 9 3 - 2 6 6 6   .   FA X : ( 7 3 2 )  4 9 3 - 2 9 4 1   .   w w w.b e l f e r.c o m

Ordering Format for 8815 Sconces
Choose one from each category

DAMP LOCATION

SERIES

8815
The ADA Wedge™

FINISH

BL
black

WH
white

Modifications and custom configurations are available. Please contact our Sales Department.

3¹⁄₈"
2 5/8 without bracket

4⁵⁄₈"

4"

4⁷⁄₈"

• Smallest in the Series

• Meets ADA Requirements for Wall Sconces

• Constructed of Cast Aluminum

• Round Backplate Standard

• Specular Reflector

• Saw Tooth Diffuser

• Halogen DC Bayonet 100 watt Lamp

• Clear Tempered Pyrex® Protective Lens 

• Frosted Pyrex® Protective Lens Available

• Standard Powder Coat Finish Options:
• Black
• White
• Custom Finishes are Available

• Recommended Mounting Box - 4" Octagonal

• UL and CUL Listed Damp Location P-2109-01-60
SAWTOOTH DIFFUSER
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6230

• Cast Aluminum Housing

• Round Backplate Standard

• Housing Adjustable 34°

• Specular Reflector

• Clear Tempered Pyrex® Protective Lens

• Frosted Pyrex® Protective Lens Available

• Halogen DC Bayonet 100 watt or 150 watt Lamp

• Standard Powder Coat Finish Options:
• Black
• White
• Copper
• Raw Aluminum
• Custom Finishes are Available

• Recommended Mounting Box - 4" Octagonal

• UL and CUL Listed Damp Location

THE VARIAL™

BELFER LIGHTING FOR ARCHITECTURE
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Ordering Format for 6230 Sconces
Choose one from each category

DAMP LOCATION

SERIES

6230
The Varial™

FINISH

BL
black

WH
white

COP
copper

RAW
raw

Modifications and custom configurations are available. Please contact our Sales Department.

3¹⁄₈"
2 5/8 without bracket

4⁷⁄₈" 4³⁄₄"

6³⁄₄" 6³⁄₄"

4⁷⁄₈" 34°

P-2109-01-60
SAWTOOTH DIFFUSER

4¹⁄₂"

³⁄₈"

P-1171-01
SQUARE BACKPLATE
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7215 & 7230

• Extruded Aluminum Housing

• 7215 - Square Backplate

• 7230 - Rectangular Backplate

• Specular Reflector

• Clear Tempered Pyrex® Protective Lens

• Frosted Pyrex® Protective Lens Available

• Available in 1 or 2 Lamp Fixtures

• Halogen DC Bayonet 100 watt or 150 watt Lamp

• Standard Powder Coat Finish Options:
• Black
• White
• Copper
• Titanium
• Custom Finishes are Available

• Recommended Mounting Box - 4" Octagonal

• UL and CUL Listed Damp Location

THE WEDGE LENS™

BELFER LIGHTING FOR ARCHITECTURE

T E L : ( 7 3 2 )  4 9 3 - 2 6 6 6   .   FA X : ( 7 3 2 )  4 9 3 - 2 9 4 1   .   w w w.b e l f e r.c o m

Ordering Format for 7215 & 7230 Sconces
Choose one from each category

DAMP LOCATION

SERIES

7215
The Wedge Lens™

one lamp fixture with square backplate

7230
The Wedge Lens™

two lamp fixture with rectangular backplate

FINISH

BL
black

WH
white

COP
copper

TT
titanium

Modifications and custom configurations are available. Please contact our Sales Department.

3¹⁄₈"
2 5/8 without bracket

72307215

6¹⁄₈"

4¹⁄₂" 2¹⁄₄"
5¹⁄₄"4¹⁄₂"

6¹⁄₈"

10¹⁄₄"6"

7215

4⁷⁄₈"

³⁄₈"

P-1005-01   (7215 ONLY)
ROUND BACKPLATE

P-2107-01-60
SAWTOOTH DIFFUSER FOR 7730

P-1688-01-60
SAWTOOTH DIFFUSER FOR 7715
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7250

• Constructed of Formed Aluminum

• High Performance Compact Fluorescent Lamps
Compatible with Specification Grade Downlights:
• 26 watt Quad (G24q-3)
• 32 watt Hex/Triple (GX24q-3)
• 42 watt Hex/Triple (GX24q-4)

• Voltage Options:
• 120 volt
• 277 volt

• Ballast Options: (refer to page III)
• Electronic
• Dimming*
• Emergency** 
* Presently dimming ballasts are available using Lutron® Hi-Lume Compact™

Electronic Dimming Ballasts for 26 & 32 watt lamps only.
Other ballasts are available, please consult factory.

**  Factory supplied emergency ballasts are available, please consult factory.

• Specular Reflector

• Standard Powder Coat Finish Options:
• Black
• White
• Copper
• Titanium
• Custom Finishes are Available

• UL and CUL Listed Damp Location

BELFER LIGHTING FOR ARCHITECTURE

T E L : ( 7 3 2 )  4 9 3 - 2 6 6 6   .   FA X : ( 7 3 2 )  4 9 3 - 2 9 4 1   .   w w w.b e l f e r.c o m10-6

Ordering Format for the 7250 Fluorescent Wedge™

Choose one from each category

DAMP LOCATION

SERIES

7250
The Fluorescent Wedge™

LAMP

26
26 watt Quad

32
32 watt Triple

42
42 watt Triple

VOLTAGE

1
120 volt

2
277 volt

1
120 volt

2
277 volt

BALLAST

E
electronic

D
dimming
(26 & 32 watt only)

E
electronic

FINISH

BL
black

WH
white

COP
copper

TT
titanium

Modifications and custom configurations are available. Please contact our Sales Department.

3¹⁄₈"
2 5/8 without bracket

10"7¹⁄₈"8³⁄₁₆"

6⁵⁄₁₆"

5¹⁄₄"

3¹⁄₂"

3³⁄₄" 3¹⁄₈"4⁵⁄₈"

THE FLUORESCENT WEDGE™
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7410
THE WEDGE T5™

BELFER LIGHTING FOR ARCHITECTURE

T E L : ( 7 3 2 )  4 9 3 - 2 6 6 6   .   FA X : ( 7 3 2 )  4 9 3 - 2 9 4 1   .   w w w.b e l f e r.c o m

Ordering Format for the 7410 Wedge T5™

Choose one from each category

DAMP LOCATION

SERIES

7410
The Wedge T5™

LAMP

14T5 14 watt T5

21T5 21 watt T5

28T5 28 watt T5

35T5 35 watt T5

24T5HO 24 watt T5HO

39T5HO 39 watt T5HO

54T5HO 54 watt T5HO

80T5HO 80 watt T5HO 

VOLTAGE

1
120 volt

2
277 volt

BALLAST

E
electronic

FINISH

WH
white

TT
titanium

Modifications and custom configurations are available. Please contact our Sales Department.

3¹⁄₈"
2 5/8 without bracket

14 WATT T5
24 WATT T5 HO

21 WATT, 28 WATT & 35 WATT T5
39 WATT & 54WT5 HO

7¹⁄₄"

4"

9¹⁄₄"
typ.

6¹⁄₂"
typ.

5¹⁄₄"

18"

5¹⁄₄"

Length Length

Fixture Dimensions
T5 T5 HO LENGTH MOUNTING PLATE

14 watt T5 24 watt T5HO 24¹⁄₈" one

21 watt T5 39 watt T5HO 35⁷⁄₈" two

28 watt T5 54 watt T5HO 47³⁄₄" two

35 watt T5 80 watt T5HO 59¹⁄₂" two

• Constructed of Extruded Aluminum

• Utilizes T5 and T5HO Fluorescent Lamp

• Lamp Options:
• 14 watt T5 Fluorescent
• 21 watt T5 Fluorescent
• 28 watt T5 Fluorescent
• 35 watt T5 Fluorescent
• 24 watt T5HO Fluorescent 
• 39 watt T5HO Fluorescent 
• 54 watt T5HO Fluorescent 
• 80 watt T5HO Fluorescent 

• Voltage Options:
• 120 volt
• 277 volt

• Electronic Ballast (refer to page III)
Dimming and Emergency ballasts are available. Please consult factory
May require alternate configurations

• Standard Powder Coat Finish Options:
• White
• Titanium
• Custom Finishes are Available

• UL and CUL Listed Damp Location
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7310 & 7320
THE EDGE™

BELFER LIGHTING FOR ARCHITECTURE
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Ordering Format for 7310 & 7320 Sconces
Choose one from each category

DAMP LOCATION

SERIES

7310
The Edge™

one lamp fixture

7320
The Edge™

two lamp fixture

FINISH

WH
white

SA
satin aluminum

TT
titanium

Modifications and custom configurations are available. Please contact our Sales Department.

3¹⁄₈"
2 5/8 without bracket

7310 7320

1"

5"

9"
9"

6¹⁄₂" 12"

9"

P-2107-01-60
7320 SAWTOOTH DIFFUSER

7310

7320 

7310

7320

• Formed Aluminum Housing

• Specular Reflector

• Clear Tempered Pyrex® Protective Lens

• Available in 1 or 2 Lamp Fixtures

• Halogen DC Bayonet 100 watt or 150 watt Lamp

• Lamp Holder Adjustable to 10° for Precise Direction of Light

• Standard Powder Coat Finish Options:
• White
• Satin Aluminum
• Titanium
• Custom Finishes are Available

• Hinged Assembly Allows Wall Plate to be Mounted
Separately for Quick and Easy Installation

• UL and CUL Listed Damp Location
P-1688-01-60

7310 SAWTOOTH DIFFUSER
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7851

• Formed Steel Housing

• High Performance Compact Fluorescent Lamp Options:
• 39 watt (2G11)
• 40 watt (2G11)
• 50 watt (2G11)

• Specular Reflector

• Rigid Joiner Assures Straight Edge

• Voltage Options:
• 120 volt
• 277 volt

• Ballast Options: (refer to page III)
• Electronic
• Dimming
Emergency Ballasts are available. Please consult factory.

• Standard Powder Coat Finish Options:
• White 
• Titanium
• Custom Finishes are Available

• UL and CUL Listed Damp Location

PERIMETER INDIRECT FLUORESCENT EDGE™

BELFER LIGHTING FOR ARCHITECTURE

T E L : ( 7 3 2 )  4 9 3 - 2 6 6 6   .   FA X : ( 7 3 2 )  4 9 3 - 2 9 4 1   .   w w w.b e l f e r.c o m

Ordering Format for the 7851 Fluorescent Edge™

Choose one from each category

DAMP LOCATION

SERIES

7851
Fluorescent Edge™

one lamp

LAMP

39
39 watt compact
fluorescent

40
40 watt compact
fluorescent

50
50 watt compact
fluorescent

VOLTAGE

1
120 volt

2
277 volt

BALLAST

E
electronic

D
dimming

LENGTH

18
18" for 39 watt

24
24" for 40 watt
and 50 watt

FINISH

WH
white

TT
titanium

Modifications and custom configurations are available. Please contact our Sales Department.

9"

6"
typical

7851 39 WATT

6"
typical

6"
typical

7851 40 WATT & 50 WATT

9¹⁄₈"

8⁵⁄₈"

4"4³⁄₈"

Fixture Dimensions
LAMP LENGTH MOUNTING

PLATE
39 watt Compact Fluorescent 18" one

40 watt Compact Fluorescent 24" two

50 watt Compact Fluorescent 24" two

Length Length
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7852
PERIMETER INDIRECT FLUORESCENT EDGE™

BELFER LIGHTING FOR ARCHITECTURE

T E L : ( 7 3 2 )  4 9 3 - 2 6 6 6   .   FA X : ( 7 3 2 )  4 9 3 - 2 9 4 1   .   w w w.b e l f e r.c o m10-10

Ordering Format for the 7852 Fluorescent Edge™

Choose one from each category

DAMP LOCATION

SERIES

7852
Fluorescent Edge™

two lamp

LAMP

39
39 watt compact
fluorescent

40
40 watt compact
fluorescent

50
50 watt compact
fluorescent

VOLTAGE

1
120 volt

2
277 volt

BALLAST

E
electronic

D
dimming

LENGTH

36
36" for 39 watt

48
48" for 40 watt
and 50 watt

FINISH

WH
white

TT
titanium

Modifications and custom configurations are available. Please contact our Sales Department.

3¹⁄₈"
2 5/8 without bracket

9¹⁄₈"
8⁵⁄₈"

4"4³⁄₈"

Length

9"
typ.

6"
typ.

• Formed Steel Housing

• High Performance Compact Fluorescent Lamp Options:
• 39 watt (2G11)
• 40 watt (2G11)
• 50 watt (2G11)

• Specular Reflector

• Rigid Joiner Assures Straight Edge

• Voltage Options:
• 120 volt
• 277 volt

• Ballast Options: (refer to page III)
• Electronic
• Dimming
Emergency Ballasts are available. 
Please consult factory.

• Standard Powder Coat Finish Options:
• White 
• Titanium
• Custom Finishes are Available

• UL and CUL Listed Damp Location

Fixture Dimensions

LAMP LENGTH MOUNTING
PLATE

39 watt Compact Fluorescent 36" two

40 watt Compact Fluorescent 48" two

50 watt Compact Fluorescent 48" two
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7260

• Quarter Sphere

• Aluminum Construction

• High Performance Compact Fluorescent Lamp Options:
• 9 watt (G23)
• 13 watt (GX23)
• 13 watt Quad (GX23-2 & G24q-1)
• 18 watt Quad (G24q-2)
• 26 watt Quad (G24q-3)

• Optional Lens Kit Available (order # 7260 lens kit)

• Voltage Options:
• 120 volt
• 277 volt

• Ballast Options: (refer to page III)
• Normal Power Factor
• Electronic
Emergency Ballasts are available. Please consult factory.

• Standard Powder Coat Finish Options:
• Black
• White
• Copper
• Titanium
• Custom Finishes are Available

• UL and CUL Listed Damp Location

THE FLUORESCENT QUATTRO™

BELFER LIGHTING FOR ARCHITECTURE

T E L : ( 7 3 2 )  4 9 3 - 2 6 6 6   .   FA X : ( 7 3 2 )  4 9 3 - 2 9 4 1   .   w w w.b e l f e r.c o m

Ordering Format for the 7260 Fluorescent Quattro™

Choose one from each category

DAMP LOCATION

SERIES

7260
The
Fluorescent 
Quattro™

LAMP

9 9 watt compact fluorescent (G23)

13 13 watt compact fluorescent (GX23)

13Q 13 watt Quad compact fluorescent (GX23-2)

13Q 13 watt Quad compact fluorescent (G24q-1)

18Q 18 watt Quad compact fluorescent (G24q-2)

26Q 26 watt Quad compact fluorescent (G24q-3)

VOLTAGE

1
120 volt

1
120 volt

2
277 volt

BALLAST

N
normal power factor

E
electronic

FINISH

BL
black

WH
white

COP
copper

TT
titanium

Modifications and custom configurations are available. Please contact our Sales Department.

3¹⁄₈"
2 5/8 without bracket

5"

5"

10"
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BELFER LIGHTING FOR ARCHITECTURE

T E L : ( 7 3 2 )  4 9 3 - 2 6 6 6   .   FA X : ( 7 3 2 )  4 9 3 - 2 9 4 1   .   w w w.b e l f e r.c o m

Lamps

Product Code U/M Description

BACKPLATES AND ACCESSORIES

q P-1029-01-00 ea Clear Replacement Lens for 6215, 6230, 8815 Series
q P-1029-02-00 ea Frosted Lens for 6215, 8815, 6230 Series
q P-1169-01-77 ea 4⁷⁄₈" Round Cast Aluminum Backplate Black for 7215 Series
q P-1169-01-76 ea 4⁷⁄₈" Round Cast Aluminum Backplate White for 7215 Series
q P-1169-01-79 ea 4⁷⁄₈" Round Cast Aluminum Backplate Copper for 7215 Series
q P-1169-01-75 ea 4⁷⁄₈" Round Cast Aluminum Backplate Titanium for 7215 Series
q P-1171-01-76 ea 41⁄2" Square Cast Aluminum Backplate White for 6215, 6230 Series
q P-1171-01-77 ea 41⁄2" Square Cast Aluminum Backplate Black for 6215, 6230 Series
q P-1171-01-79 ea 41⁄2" Square Cast Aluminum Backplate Copper for 6215, 6230 Series
q P-1171-01-75 ea 41⁄2" Square Cast Aluminum Backplate Titanium for 6215, 6230 Series
q P-1186-01-00 ea Clear Replacement Lens for 7215, 7310 Series
q P-1185-01-00 ea Clear Replacement Lens for 7230, 7320 Series
q P-1186-02-00 ea Frosted Lens for 7215,7310 Series
q P-1185-02-00 ea Frosted Lens for 7230, 7320 Series
q P-1688-01-60 ea SawTooth Diffuser for 7215, 7310 Series
q P-2107-01-60 ea SawTooth Diffuser for 7230, 7320 Series
q P-2109-01-60 ea SawTooth Diffuser for 6215, 6230, 8815 Series
q Swivel Knuckle Kit ea Swivel Knuckle Kit allows for fixture movement

(6215, 7215 only) (see 6230 Varial™ page 10-4 for details)
q 7260 Lens Kit ea Optional Lens Kit

Product Code U/M Description 

LAMPS

q CF9/35K ea 9 watt Twin G23 Base Compact Fluorescent 3500˚K
q CF13/35K ea 13 watt Twin GX23 Base Compact Fluorescent 3500˚K
q CF13Q/35K/2 ea 13 watt Quad GX23-2 Base Compact Fluorescent 3500˚K
q CF13Q/35K/4 ea 13 watt Quad G24q-1 Base Compact Fluorescent 3500˚K
q CF18Q/35K/4 ea 18 watt Quad G24q-2 Base Compact Fluorescent 3500˚K
q CF26Q/35K/4 ea 26 watt Quad G24q-3 Base Compact Fluorescent 3500˚K

q F14T5/35K ea 14 watt T5 Performance Fluorescent 3500˚K
q F21T5/35K ea 21 watt T5 Performance Fluorescent 3500˚K
q F28T5/35K ea 28 watt T5 Performance Fluorescent 3500˚K
q F35T5/35K ea 35 watt T5 Performance Fluorescent 3500˚K
q F24T5HO/35K ea 24 watt T5 High Output Fluorescent 3500˚K
q F39T5HO/35K ea 39 watt T5 High Output Fluorescent 3500˚K
q F54T5HO/35K ea 54 watt T5 High Output Fluorescent 3500˚K
q F80T5HO/35K ea 80 watt T5 High Output Fluorescent 3500˚K

q Q100DC ea 100 watt Quartz Halogen DC Bayonet Base Frosted
q Q150DC ea 150 watt Quartz Halogen DC Bayonet Base Frosted

Allow 4" for lamp overhang and removal
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Notes
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Notes
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